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HUSQVARNA MOTORCYCLES ACCESSORIES 
INFORMATION 

Empfehlung

Benetzen Sie den Untergrund des Aufklebers voll-
fl ächig mit einer Lauge aus Wasser und ein wenig 
Spülmittel. Entweder mit Hilfe einer Sprühfl asche, 
oder sofern diese nicht verfügbar ist, mit einem 
Schwamm.
Mit Hilfe eines Föns (Temperatur so wählen, dass 
der Aufkleber nicht beschädigt wird, ca.70° C) vom 
Inneren des Aufklebers nach außen ausstreichen.
Sollten sich kleinere Lufteinschlüsse gebildet haben, 
können diese mit Hilfe einer Nadel aufgestochen 
werden, um den Aufkleber anschließend an dieser 
Stelle nochmals anzupressen und die eingeschlosse-
ne Luft wegzubringen.

Introduction

Moisten the sticky side of the sticker with a solution 
of water and a little bit of dishwashing detergent. 
Either use a spray bottle or - if a spray bottle is not 
available - a sponge.
Smooth out the sticker from the center outwards 
using a heat gun. Choose a temperature that does 
not damage the sticker (approx. 70 °C / 158 °F).
If any small bubbles have formed, prick them with a 
needle and fl atten the sticker to remove the air.

3.402.314
06.2018

*3402314*

21009998100


